NOT TO SCALE

FLEXIBLE PAVEMENT

DEPTH VARIES:
MATCH EXISTING CDOT
301 ASPHALT BASE
OR 443 INTERMEDIATE

1.5" CDOT 443 SURFACE

6" MIN CDOT 304 AT
95% COMPACTION

VARIATES

BRICK PAVING COURSE

1" SAND BEDDING

12" CDOT 304 AT 95% COMPACTION
OR 9" PCC DOWEL TO ADJACENT AT 4" O.C.
OR 8" 301 ASPHALT BASE
AS DIRECTED BY CITY ENGINEER

VARIATES

BRICK PAVING COURSE

1" SAND BEDDING

1" ASPHALT SAND MIX
CLASS C CONCRETE
(MATCH EXISTING, 8" MIN.)

VARIATES

BRICK PAVEMENT
(CONCRETE BASE)

VARIATES

CLASS C CONCRETE
(MATCH EXISTING, 8" MIN.)

RIGID PAVEMENT

VARIATES

GRAVEL

NOTES:
1. CURB TYPES AND SPECIFICATIONS
SHALL BE AS DIRECTED BY THE
ENGINEERS & PUBLIC WORKS
DEPARTMENT (740-693-7630).
2. FOR TYPICAL CURB SECTIONS,
SEE STD. DRAWING #102.

TYPICAL PAVEMENT SECTIONS